[bookmark: _GoBack]	44:75:14:18.  Air filters. Each ventilation system serving an operating room, delivery room, nursery, isolation room, laboratory sterile room, and the recirculated central air systems serving other hospital areas shall be equipped with a minimum of two filter beds. Filter bed number one shall be located upstream of the conditioning equipment and shall have a minimum efficiency of 30 percent. Filter bed number two shall be located downstream of the conditioning equipment and shall have a minimum efficiency of 90 percent. Central systems using 100 percent outdoor air and serving other than sensitive areas shall be provided with filters rated at 80 percent efficiency. These filter efficiencies shall be warranted by the manufacturer and shall be based on the ASHRAE 52.2, 2007 edition, American Society of Heating, Refrigeration, and Air Conditioning Engineers dust spot test method with atmospheric dust. The exhausts from all laboratory hoods in which infectious or radioactive materials are processed shall be equipped with filters with a 99 percent efficiency. Filter frames shall be durable and shall provide an airtight fit with the enclosing ductwork. All joints between filter segments and the enclosing ductwork shall have positive seal against air leakage.

	Source: SL 1975, ch 16, § 1; 6 SDR 93, effective July 1, 1980; 14 SDR 81, effective December 10, 1987; 22 SDR 70, effective November 19, 1995; transferred from § 44:04:14:19, 42 SDR 51, effective October 13, 2015.
	General Authority: SDCL 34-12-13(2), (3), and (14).
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	Reference: "ASHRAE 52.2," 2007 edition, American Society of Heating, Refrigeration, and Air Conditioning Engineers, 1791 Tullie Circle, N.E., Atlanta GA 30329. Phone: 1-800-527-4723. Cost: $39.00.

